CARACTERISTICAS /| FEATURES

Material hormigon Petra 1 + SMC

Acabado liso

Medida I. 200, a. 85, h. 91 cm

Color ver carta de colores

Fijacion resina epoxi

Peso 485 Kg / 385 Kg

Bulto 200x195x35cm /120x 33 x45cm
Peso bulto 500 Kg / 400Kg

Material

Finish
Measurement
Colour

Fixing

Weight
Package
Weight package

concrete Petra 1 + SMC

smooth

l. 200, w. 85, h. 91 cm

see colour catalogue

epoxy resin

485 Kg + 385 Kg

200x195x35cm /120x 33 x45cm
500 Kg /400 Kg

dinefiador / design: Ewald Winkelbauer
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ESPECIFICACIONES / SPECIFICATIONS

SECCION L

110

Casquillo M12 - Tubo acero zincado alta precision
Tube M12 - Galvanized steel pipe high precision

Barra corrugada acero negro @6 - REA6
Corrugated rod black steel @6 - REA6

GAVIOTAS: 95Kg

BASE: 385Kg

MANIPULACION E INSTALACION / HANDLING AND INSTALLATION

elevacion / hoisting elevacion / hoisting
P= 385 Kg P= 385 Kg

eslingas de poliester
polyester slings

Resina Epoxy %& Epoxy Resin

elevacion / hoisting elevacion / hoisting
P=95 Kg P=95Kg

2 eslingas de poliester
2 polyester slings

Resina Epoxy %& Epoxy Resin

GAVIOTAS

magourban




